
efficient durability

Efficient air 
conditioner 
that delivers 
reliability  
and value

ML14XC1



The ML14XC1 is designed 
for smart energy use, and 
designed to last. Tested before 
leaving the factory and backed 
by a robust factory warranty, 
it delivers peace of mind and 
cool comfort. 

The air conditioner that exceeds standards—and expectations

Built for lasting comfort and savings.
Energy efficiency and proven durability make the Merit® Series ML14XC1 air conditioner 
a smart selection. The ML14XC1 uses the exclusive Lennox® Quantum™ coil and a reliable scroll 
compressor, which will help deliver years of trouble-free operation even in harsh outdoor environments. 
ML14XC1 systems meet or exceed many important energy standards, and may qualify for valuable state 
and local utility rebates.

www.lennox.com   1-800-9-LENNOX © 2016 Lennox Industries Inc.   PC85483   08/16   (14K27) 

Merit® Series ML14XC1 Specifications
Model 018 024 030/041/048 036

Dimensions   HxWxD (in) 

 HxWxD (mm)

29-1/4 x 24-1/4 x 24-1/4

743 x 616 x 616

29-1/4 x 28-1/4 x 28-1/4

743 x 718 x 718

37-1/4 x 28-1/4 x 28-1/4

946 x 718 x 718

37-1/4 x 28-1/4 x 28-1/4

946 x 718 x718

Model 042 047/060 059

Dimensions   HxWxD (in) 
 HxWxD (mm)

33-1/4 x 28-1/4 x 28-1/4

845 x 718 x 718

33-1/4 x 32-1/4 x 32-1/4

845 x 817 x 817

37-1/4 x 32-1/4 x 32-1/4

946 x 817 x 817

Direct-Drive Fan – Precision-balanced, 
and designed to offer quieter 
operation and longer life.

Dependable Scroll Compressor – For 
reliable, efficient operation.

Lennox Quantum Coil – Engineered 
and tested in coastal areas to help 
offer corrosion resistance in harsh 
environments.

PermaGuard™ Cabinet – Heavy-gauge, 
galvanized steel construction, louver 
coil guard, baked-on powder finish  
and durable zinc-coated steel base 
help provide protection against rust 
and corrosion.

5-year limited warranty on all  
covered components*

ML14XC1 achieves 14.00 to 16.00 SEER 
efficiency** (Seasonal Energy Efficiency Ratio)

This NAHB Research Center Green Approved 
mark is your assurance that a product is eligible 
for points toward National Green Building 
Certification. Visit www.GreenApproved 
Products.com for more details.

* Covered components may be eligible to receive a 10-year limited warranty. Online equipment registration at www.lennoxregistration.com is required within 60 days  
of installation (except in California and Quebec) or Lennox’ base warranty will apply. Applies to residential applications only. See actual warranty certificate for details.

**Actual system efficiency may vary depending on the exact system match. Efficiencies are representative of a single AHRI Most Popular matched combination.  
   Always verify actual system efficiencies through AHRI or by visiting AHRI ratings database at www.ahridirectory.org.

For a complete list of the registered and common law trademarks 
owned by Lennox Industries Inc., please visit www.lennox.com.

Note:  Due to Lennox’ ongoing commitment to quality, all specifications, ratings and dimensions are subject to change without notice.
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